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Cert. No. 928811 BS EN ISO 9001 : 2008

Laser installation

Manufacturing cells

Machine shop

B Hepworth's modern offices and
manufacturing premises are centrally
based within the UK.

The huge open-plan warehouses house all
the production facilities from welding and
powder coating, to inspection and
despatch. Efficient lines of communication
between all departments ensures excellent
productivity and efficient streamlining of
orders from receipt to delivery.

Tanks
Tanks are available in various sizes, shapes and
capacities, also in stainless steel upon request.

Pumps
Pumps are available
in different voltages
and performance.  

Customised
wash system

manufacturing and
design capabilities
Our wide range of fabrication services 
offered includes:

• Metalwork Fabrication
& Machining

• Precision Engineering

• Laser Cutting

• CNC Machining

• Milling and Turning

• Punching

• Folding

• Welding

• Powder Coating

• Metal Polishing
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• Single, Dual and Triple Arm Systems

• Design, supply and fit of standard
and bespoke marine wiper systems

• Refurbishment wipers and motors

• Pendulum wiper systems, wiper
arms, wiper motors and linkages

• Pantograph wiper systems, wiper
arms, wiper motors and linkages

• Clearview screens

• Electric wiper systems

• Manual wiper systems

• Spare parts for windscreen
wiper systems

• Control systems

• Wiper spares

• Retrofit wipers

• Overhaul wipers

• Wash tanks

• Wash pumps

Products are available to suit all marine vessels from
leisure craft to naval ships and offshore rigs:
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• Single, Dual and Triple Arm Systems

• Design, supply and fit of standard
and bespoke marine wiper systems

• Refurbishment wipers and motors

• Pendulum wiper systems, wiper
arms, wiper motors and linkages

• Pantograph wiper systems, wiper
arms, wiper motors and linkages

• Clearview screens

• Electric wiper systems

• Manual wiper systems

• Spare parts for windscreen
wiper systems
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leisure craft to naval ships and offshore rigs:

Hep Marine Corp Brochure 2016.qxp_Layout 1  18/05/2016  15:44  Page 3

20Nm

30Nm

50NM

80Nm

100Nm

110Nm

1000 Series

2000 Series

8000 Series

Cert. No. 928811 BS EN ISO 9001 : 2008

Laser installation

Manufacturing cells

Machine shop

B Hepworth's modern offices and
manufacturing premises are centrally
based within the UK.

The huge open-plan warehouses house all
the production facilities from welding and
powder coating, to inspection and
despatch. Efficient lines of communication
between all departments ensures excellent
productivity and efficient streamlining of
orders from receipt to delivery.

Tanks
Tanks are available in various sizes, shapes and
capacities, also in stainless steel upon request.

Pumps
Pumps are available
in different voltages
and performance.  

Customised
wash system

manufacturing and
design capabilities
Our wide range of fabrication services 
offered includes:

• Metalwork Fabrication
& Machining

• Precision Engineering

• Laser Cutting

• CNC Machining

• Milling and Turning

• Punching

• Folding

• Welding

• Powder Coating

• Metal Polishing

a
p

p
ro

va
ls

• Single, Dual and Triple Arm Systems

• Design, supply and fit of standard
and bespoke marine wiper systems

• Refurbishment wipers and motors

• Pendulum wiper systems, wiper
arms, wiper motors and linkages

• Pantograph wiper systems, wiper
arms, wiper motors and linkages

• Clearview screens

• Electric wiper systems

• Manual wiper systems

• Spare parts for windscreen
wiper systems

• Control systems
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• Overhaul wipers
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Medium Duty Window Wiper
F O R  LO W  S P E E D  V E S S E L S  W I T H  S MAL L  W INDOW S

n A compact unit

n Pantograph and pendulum

n Arms with blades up to 24 ins. (610mm) are available

n Fixed arc or variable arc models

n 12 and 24 volt DC

n Two speeds

n Self parking facility

n Insulated earth return

n Operated by various controls 
including a rotary switch, 
toggle switch, rocker switch or 
a multi-speed / function 
control system

. . . W I P E R  S Y S T E M S  F O R  A L L  S I Z E S  O F  V E S S E L

20Nm

HEPWORTH MARINE
I N T E R N A T I O N A L
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20Nm
Medium Duty 
Window Wiper

FOR LOW SPEED VESSELS  
WITH SMALL  WINDOWS

Standard Details       2 Speed; Self Parking; Insulated 
Earth Return; 12v and 24v

Angles of Arc             Variable - at stated angles

Pantograph Units       40º, 50º, 60º, 70º, 80º, 90º

Pendulum Units          40º, 50º, 60º, 70º, 80º, 90º

Spindle Centres         Between Drive Liner & Idler =50mm

Drive Liner M20 - Brass Liner/12mm SS Spindle

Liner Overall Length  Bulkhead Thickness + 65mm 

Idler Liner M20 - Brass Liner /12mm SS Spindle

Bracket No notation used for Bracket

Unit Weight Allowing for the maximum arm and 
blade lengths; 3.5Kgs (7.7 lbs)

SPECIFICATIONS WIPER ARMS & BLADES

n Pantograph Arms
P613 Medium Duty
Lengths 12” to 24” (310mm to 610mm) nom
Drive Head 12mm
Blade Clip 14mm

n Pendulum Arms
F63 Medium Duty
Lengths 12” to 28” (310mm to 710mm) nom
Drive Head 12mm
Blade Clip 14mm

n Blades
B140 Curved Blade
Lengths 12” to 24” (310mm to 610mm) nom
For use with arm types:

Pendulum F63
Pantograph P614

*Measurements are for illustrative purposes only

Can be used in
combination with the
following Controllers:

• Carling Switch
• Cole Hersee Switch
• Wynn 8224 Bus Control
• Pine Controller
• Toggle Switch

Hepworth MARINE 20Nm 2016.qxp_Hepworth Marine Leaflet artwork  09/08/2016  16:14  Page 2
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20Nm
Medium Duty 
Window Wiper

FOR LOW SPEED VESSELS  
WITH SMALL  WINDOWS

Standard Details       2 Speed; Self Parking; Insulated 
Earth Return; 12v and 24v

Angles of Arc             Variable - at stated angles

Pantograph Units       40º, 50º, 60º, 70º, 80º, 90º

Pendulum Units          40º, 50º, 60º, 70º, 80º, 90º

Spindle Centres         Between Drive Liner & Idler =50mm

Drive Liner M20 - Brass Liner/12mm SS Spindle

Liner Overall Length  Bulkhead Thickness + 65mm 

Idler Liner M20 - Brass Liner /12mm SS Spindle

Bracket No notation used for Bracket

Unit Weight Allowing for the maximum arm and 
blade lengths; 3.5Kgs (7.7 lbs)

SPECIFICATIONS WIPER ARMS & BLADES

n Pantograph Arms
P613 Medium Duty
Lengths 12” to 24” (310mm to 610mm) nom
Drive Head 12mm
Blade Clip 14mm

n Pendulum Arms
F63 Medium Duty
Lengths 12” to 28” (310mm to 710mm) nom
Drive Head 12mm
Blade Clip 14mm

n Blades
B140 Curved Blade
Lengths 12” to 24” (310mm to 610mm) nom
For use with arm types:

Pendulum F63
Pantograph P614

*Measurements are for illustrative purposes only

Can be used in
combination with the
following Controllers:

• Carling Switch
• Cole Hersee Switch
• Wynn 8224 Bus Control
• Pine Controller
• Toggle Switch
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Medium Duty Window Wiper
FOR AVERAGE SPEED VESSELS WITH MEDIUM SIZED WINDOWS

n A compact and robust unit

n Pantograph and pendulum

n Silent running

n Arms with blades up to 28ins. (710mm) are available

n Fixed arc or variable arc models

n 12 and 24 volt DC

n Two speeds

n Self parking facility

n Insulated earth return

n Operated by various controls 
including a rotary switch,
toggle switch, rocker switch 
or a multi-speed / function
control system

. . . W I P E R  S Y S T E M S  F O R  A L L  S I Z E S  O F  V E S S E L

30Nm

HEPWORTH MARINE
I N T E R N A T I O N A L
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30Nm
Medium Duty 
Window Wiper

IDEAL FOR 
AVERAGE SPEED VESSELS  

WITH MEDIUM S IZED
WINDOWS

SPECIFICATIONS WIPER ARMS & BLADES

n Pantograph Arms
P613 Medium Duty
Lengths 12” to 28” (310mm to 710mm) nom
Drive Head 12mm
Blade Clip 14mm

n Pendulum Arms
F63 Medium Duty
Lengths 12” to 28” (310mm to 710mm) nom
Drive Head 12mm
Blade Clip 14mm

n Blades
B140 Curved Blade
Lengths 12” to 24” (310mm to 610mm) nom
For use with arm types:

Pendulum F63
Pantograph P614

*Measurements are for illustrative purposes only

Standard Details       2 Speed; Self Parking; Insulated 
Earth Return; 12v and 24v

Angles of Arc - Fixed:

Pantograph Units       25º to 90º (in 5º increments only)

Pendulum Units          25º to 115º (in 5º increments only)

Angles of Arc - Variable:

Pantograph Units       35º, 40º, 45º, 50º, 55º, 60º, 70º, 
80º, 90º

Pendulum Units          35º, 40º, 45º, 50º, 55º, 60º, 70º,
80º, 90º, 100º, 110º, 120º

Spindle Centres         Between Drive Liner & Idler =50mm
Pantograph Units only

Drive Liner M20 - Brass Liner/12mm SS Spindle
Pantograph & Pendulum Units

Idler Liner M20 - Brass Liner /12mm SS Spindle
Pantograph Units only

Liner Overall Length  Bulkhead Thickness + 120mm 
Liners over 125mm are available at extra cost

Bracket C - Compact Bracket

Unit Weight Allowing for the maximum arm and 
blade lengths; 4Kgs (8.8 lbs)

Can be used in
combination with the
following Controllers:

• Carling Switch
• Cole Hersee Switch
• Wynn 8224 Bus Control
• Pine Controller
• Toggle Switch
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30Nm
Medium Duty 
Window Wiper

IDEAL FOR 
AVERAGE SPEED VESSELS  

WITH MEDIUM S IZED
WINDOWS

SPECIFICATIONS WIPER ARMS & BLADES

n Pantograph Arms
P613 Medium Duty
Lengths 12” to 28” (310mm to 710mm) nom
Drive Head 12mm
Blade Clip 14mm

n Pendulum Arms
F63 Medium Duty
Lengths 12” to 28” (310mm to 710mm) nom
Drive Head 12mm
Blade Clip 14mm

n Blades
B140 Curved Blade
Lengths 12” to 24” (310mm to 610mm) nom
For use with arm types:

Pendulum F63
Pantograph P614

*Measurements are for illustrative purposes only

Standard Details       2 Speed; Self Parking; Insulated 
Earth Return; 12v and 24v

Angles of Arc - Fixed:

Pantograph Units       25º to 90º (in 5º increments only)

Pendulum Units          25º to 115º (in 5º increments only)

Angles of Arc - Variable:

Pantograph Units       35º, 40º, 45º, 50º, 55º, 60º, 70º, 
80º, 90º

Pendulum Units          35º, 40º, 45º, 50º, 55º, 60º, 70º,
80º, 90º, 100º, 110º, 120º

Spindle Centres         Between Drive Liner & Idler =50mm
Pantograph Units only

Drive Liner M20 - Brass Liner/12mm SS Spindle
Pantograph & Pendulum Units

Idler Liner M20 - Brass Liner /12mm SS Spindle
Pantograph Units only

Liner Overall Length  Bulkhead Thickness + 120mm 
Liners over 125mm are available at extra cost

Bracket C - Compact Bracket

Unit Weight Allowing for the maximum arm and 
blade lengths; 4Kgs (8.8 lbs)

Can be used in
combination with the
following Controllers:

• Carling Switch
• Cole Hersee Switch
• Wynn 8224 Bus Control
• Pine Controller
• Toggle Switch
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Heavy Duty Window Wiper
I D E A L  F O R  A V E R A G E  T O  H I G H  S P E E D  V E S S E L S

n Pantograph and pendulum

n Low maintenance

n Silent running

n A compact and robust unit

n Arms with blades up to 39ins. (1000mm) available for 
average speed vessels

n Arms with blades up to 24ins. (610mm) 
available for high speed vessels

n Fixed arc or variable arc models

n 12 and 24 volt DC

n Two speeds

n Self parking facility

n Insulated earth return

n Operated by various controls 
including a rotary switch, toggle switch, 
rocker switch or a multi-speed / function control system

. . . W I P E R  S Y S T E M S  F O R  A L L  S I Z E S  O F  V E S S E L

50Nm

HEPWORTH MARINE
I N T E R N A T I O N A L
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50Nm
Heavy Duty 

Window Wiper

IDEAL FOR AVERAGE 
TO H IGH SPEED VESSELS

Standard Details       2 Speed; Self Parking; Insulated 
Earth Return; 12v, 24v, 110v

Angles of Arc - Fixed:

Pantograph Units       25º to 90º (in 5º increments only)

Pendulum Units          25º to 115º (in 5º increments only)

Angles of Arc - Variable:

Pantograph Units       35º, 40º, 45º, 50º, 55º, 60º, 70º, 
80º, 90º

Pendulum Units          35º, 40º, 45º, 50º, 55º, 60º, 70º,
80º, 90º, 100º, 110º, 120º

Spindle Centres         Between Drive Liner & Idler =50mm
Pantograph Units only

Drive Liner M20 - Brass Liner/12mm SS Spindle
Pantograph & Pendulum Units

Idler Liner M20 - Brass Liner /12mm SS Spindle
Pantograph Units only

Liner Overall Length  Bulkhead Thickness + 120mm 
Liners over 125mm are available at extra cost

Bracket C - Compact Bracket

Unit Weight Allowing for the maximum arm and 
blade lengths; 4Kgs (8.8 lbs)

SPECIFICATIONS WIPER ARMS & BLADES

n Pantograph Arms
P615 Medium Duty
Lengths 12” to 24” (310mm to 610mm) nom
Drive Head 12mm
Idler Head 12mm
Blade Clip 14mm

P620 Medium Duty
Lengths 12” to 34” (310mm to 860mm) nom
Drive Head 12mm
Blade Clip 14mm

n Pendulum Arms
F63 Medium Duty
Lengths 12” to 34” (310mm to 860mm) nom
Drive Head 12mm
Blade Clip 14mm

F73 Medium Duty
Lengths 12” to 34” (310mm to 860mm) nom
Drive Head 12mm
Blade Clip 20mm

n Blades
B140 Curved Blade
Lengths 12” to 28” (310mm to 710mm) nom
For use with arm types:

Pendulum F63
Pantograph P615

B140 Curved Blade
Lengths 32” (810mm) nom
For use with arm types:

Pendulum F73
Pantograph P620

*Measurements are for illustrative purposes only

Can be used in
combination with the
following Controllers:

For 12/24v motors:

• Carling Switch
• Cole Hersee Switch
• Wynn 8224 Bus Control
• Pine Controller
• Toggle Switch

For 110 vdc motor:

• 110 vdc controller
• Toggle switch
• Wynn 8272
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50Nm
Heavy Duty 

Window Wiper

IDEAL FOR AVERAGE 
TO H IGH SPEED VESSELS

Standard Details       2 Speed; Self Parking; Insulated 
Earth Return; 12v, 24v, 110v

Angles of Arc - Fixed:

Pantograph Units       25º to 90º (in 5º increments only)

Pendulum Units          25º to 115º (in 5º increments only)

Angles of Arc - Variable:

Pantograph Units       35º, 40º, 45º, 50º, 55º, 60º, 70º, 
80º, 90º

Pendulum Units          35º, 40º, 45º, 50º, 55º, 60º, 70º,
80º, 90º, 100º, 110º, 120º

Spindle Centres         Between Drive Liner & Idler =50mm
Pantograph Units only

Drive Liner M20 - Brass Liner/12mm SS Spindle
Pantograph & Pendulum Units

Idler Liner M20 - Brass Liner /12mm SS Spindle
Pantograph Units only

Liner Overall Length  Bulkhead Thickness + 120mm 
Liners over 125mm are available at extra cost

Bracket C - Compact Bracket

Unit Weight Allowing for the maximum arm and 
blade lengths; 4Kgs (8.8 lbs)

SPECIFICATIONS WIPER ARMS & BLADES

n Pantograph Arms
P615 Medium Duty
Lengths 12” to 24” (310mm to 610mm) nom
Drive Head 12mm
Idler Head 12mm
Blade Clip 14mm

P620 Medium Duty
Lengths 12” to 34” (310mm to 860mm) nom
Drive Head 12mm
Blade Clip 14mm

n Pendulum Arms
F63 Medium Duty
Lengths 12” to 34” (310mm to 860mm) nom
Drive Head 12mm
Blade Clip 14mm

F73 Medium Duty
Lengths 12” to 34” (310mm to 860mm) nom
Drive Head 12mm
Blade Clip 20mm

n Blades
B140 Curved Blade
Lengths 12” to 28” (310mm to 710mm) nom
For use with arm types:

Pendulum F63
Pantograph P615

B140 Curved Blade
Lengths 32” (810mm) nom
For use with arm types:

Pendulum F73
Pantograph P620

*Measurements are for illustrative purposes only

Can be used in
combination with the
following Controllers:

For 12/24v motors:

• Carling Switch
• Cole Hersee Switch
• Wynn 8224 Bus Control
• Pine Controller
• Toggle Switch

For 110 vdc motor:

• 110 vdc controller
• Toggle switch
• Wynn 8272
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Extra Heavy Duty Window Wiper
HIGH VOLTAGE SYSTEMS IDEAL FOR AVERAGE TO HIGH SPEED VESSELS

n Pantograph and pendulum

n Arms with blades up to 59ins. (1500mm) available for
average speed vessels

n Arms with blades up to 39ins. (1000mm) available for
high speed vessels

n Fixed arc or variable arc models

n Ranges from 48 to 230 volt AC or DC

n Two speeds

n Self parking facility

n Insulated earth return

n Operated by a 
multi-speed / function 
control system

. . . W I P E R  S Y S T E M S  F O R  A L L  S I Z E S  O F  V E S S E L

70Nm

HEPWORTH MARINE
I N T E R N A T I O N A L
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70Nm
Extra Heavy Duty 

Window Wiper

HIGH VOLTAGE SYSTEMS
IDEAL FOR AVERAGE 

TO H IGH SPEED VESSELS

Standard Details       2 Speed; Self Parking; Insulated 
Earth Return; 110v DC, 220v DC.
Motors can be rectified from AC 
to DC

Angles of Arc - Fixed:

Pantograph Units       25º to 90º (in 5º increments only)

Pendulum Units          25º to 115º (in 5º increments only)

Angles of Arc - Variable:

Pantograph Units       40º to 90º (in 5º increments only)

Pendulum Units          40º to 90º (in 5º increments only)

Spindle Centres         Between Drive Liner & Idler =60mm
Pantograph Units only

Drive Liner M26 - Brass Liner/16mm SS Spindle
Pantograph & Pendulum Units

Idler Liner M26 - Brass Liner /16mm SS Spindle
Pantograph Units only

Liner Overall Length  Bulkhead Thickness + 55mm 
Liners over 125mm are available at extra cost

Bracket C - Compact Bracket

Unit Weight Allowing for the maximum arm and 
blade lengths; 8Kgs (17.6 lbs)

SPECIFICATIONS WIPER ARMS & BLADES

n Pantograph Arms
P84 Heavy Duty
Lengths 24” to 60” (610mm to 1525mm) nom
Drive Head 16mm
Blade Clip 14mm & 20mm

n Pendulum Arms
F80 Heavy Duty
Lengths 24” to 60” (610mm to 1525mm) nom
Drive Head 16mm
Blade Clip 14mm

F81 Heavy Duty
Lengths 24” to 60” (610mm to 1525mm) nom
Drive Head 12mm
Blade Clip 14mm

n Blades
B140 Curved Blade
Lengths 12” to 28” (310mm to 710mm) nom
For use with arm types:

Pendulum F80
Pantograph P84

B140 Curved Blade
Lengths 32” (810mm), 36” (915mm), 

39” (1000mm)
For use with arm types:

Pendulum F81
Pantograph P84

*Measurements are for illustrative purposes only

Can be used in
combination with the
following Controllers:

Control Systems
• 8271 - 8272 (DC)
• 6300 (AC)
• 2000 (AC) 3 phase
• 1024 (DC)

www.amisales.com.au ACN 009 010 422 / ABN 88 569 498 390
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70Nm
Extra Heavy Duty 

Window Wiper

HIGH VOLTAGE SYSTEMS
IDEAL FOR AVERAGE 

TO H IGH SPEED VESSELS

Standard Details       2 Speed; Self Parking; Insulated 
Earth Return; 110v DC, 220v DC.
Motors can be rectified from AC 
to DC

Angles of Arc - Fixed:

Pantograph Units       25º to 90º (in 5º increments only)

Pendulum Units          25º to 115º (in 5º increments only)

Angles of Arc - Variable:

Pantograph Units       40º to 90º (in 5º increments only)

Pendulum Units          40º to 90º (in 5º increments only)

Spindle Centres         Between Drive Liner & Idler =60mm
Pantograph Units only

Drive Liner M26 - Brass Liner/16mm SS Spindle
Pantograph & Pendulum Units

Idler Liner M26 - Brass Liner /16mm SS Spindle
Pantograph Units only

Liner Overall Length  Bulkhead Thickness + 55mm 
Liners over 125mm are available at extra cost

Bracket C - Compact Bracket

Unit Weight Allowing for the maximum arm and 
blade lengths; 8Kgs (17.6 lbs)

SPECIFICATIONS WIPER ARMS & BLADES

n Pantograph Arms
P84 Heavy Duty
Lengths 24” to 60” (610mm to 1525mm) nom
Drive Head 16mm
Blade Clip 14mm & 20mm

n Pendulum Arms
F80 Heavy Duty
Lengths 24” to 60” (610mm to 1525mm) nom
Drive Head 16mm
Blade Clip 14mm

F81 Heavy Duty
Lengths 24” to 60” (610mm to 1525mm) nom
Drive Head 12mm
Blade Clip 14mm

n Blades
B140 Curved Blade
Lengths 12” to 28” (310mm to 710mm) nom
For use with arm types:

Pendulum F80
Pantograph P84

B140 Curved Blade
Lengths 32” (810mm), 36” (915mm), 

39” (1000mm)
For use with arm types:

Pendulum F81
Pantograph P84

*Measurements are for illustrative purposes only

Can be used in
combination with the
following Controllers:

Control Systems
• 8271 - 8272 (DC)
• 6300 (AC)
• 2000 (AC) 3 phase
• 1024 (DC)

www.amisales.com.au ACN 009 010 422 / ABN 88 569 498 390



10

Extra Heavy Duty Window Wiper
LOW VOLTAGE SYSTEMS IDEAL FOR AVERAGE TO HIGH SPEED VESSELS

n Pantograph and pendulum

n Silent running

n Arms with blades up to 59ins. (1500mm) available for 
average speed vessels

n Arms with blades up to 39ins. (1000mm) available for 
high speed vessels

n Fixed arc or variable arc models

n 12 and 24 volt DC

n Two speeds

n Self parking facility

n Insulated earth return 

n Operated by various controls 
including a rotary switch, 
rocker switch or a 
multi-speed / function 
control system

. . . W I P E R  S Y S T E M S  F O R  A L L  S I Z E S  O F  V E S S E L

80Nm

HEPWORTH MARINE
I N T E R N A T I O N A L

Hepworth MARINE 80Nm 2016.qxp_Hepworth Marine Leaflet artwork  09/08/2016  16:51  Page 1

80Nm
Extra Heavy Duty 

Window Wiper

LOW VOLTAGE SYSTEMS
IDEAL FOR AVERAGE 

TO H IGH SPEED VESSELS

Standard Details       2 Speed; Self Parking; Insulated 
Earth Return; 12v and 24v

Angles of Arc - Fixed:

Pantograph Units       25º to 90º (in 5º increments only)

Pendulum Units          25º to 115º (in 5º increments only)

Angles of Arc - Variable:

Pantograph Units       40º to 90º (in 5º increments only)

Pendulum Units          40º to 90º (in 5º increments only)

Spindle Centres         Between Drive Liner & Idler =60mm
Pantograph Units only

Drive Liner M26 - Brass Liner/16mm SS Spindle
Pantograph & Pendulum Units

Idler Liner M26 - Brass Liner /16mm SS Spindle
Pantograph Units only

Liner Overall Length  Bulkhead Thickness + 55mm 

Bracket C - Compact Bracket

Unit Weight Allowing for the maximum arm and 
blade lengths; 8Kgs (17.6 lbs)

SPECIFICATIONS WIPER ARMS & BLADES

n Pantograph Arms
P84 Heavy Duty
Lengths 24” to 60” (610mm to 1525mm) nom
Drive Head 16mm
Blade Clip 14mm & 20mm

n Pendulum Arms
F80 Heavy Duty
Lengths 24” to 60” (610mm to 1525mm) nom
Drive Head 16mm
Blade Clip 14mm

F81 Heavy Duty
Lengths 24” to 60” (610mm to 1525mm) nom
Drive Head 16mm
Blade Clip 20mm

n Blades
B140 Curved Blade
Lengths 12” to 28” (310mm to 710mm) nom
For use with arm types:

Pendulum F80
Pantograph P84

B140 Curved Blade
Lengths 32” (810mm), 36” (915mm), 

39” (1000mm)
For use with arm types:

Pendulum F81
Pantograph P84

*Measurements are for illustrative purposes only

Can be used in
combination with the
following Controllers:

• Carling Switch
• Cole Hersee Switch
• Wynn 8224 Bus Control
• Pine Controller
• Toggle Switch

www.amisales.com.au ACN 009 010 422 / ABN 88 569 498 390
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80Nm
Extra Heavy Duty 

Window Wiper

LOW VOLTAGE SYSTEMS
IDEAL FOR AVERAGE 

TO H IGH SPEED VESSELS

Standard Details       2 Speed; Self Parking; Insulated 
Earth Return; 12v and 24v

Angles of Arc - Fixed:

Pantograph Units       25º to 90º (in 5º increments only)

Pendulum Units          25º to 115º (in 5º increments only)

Angles of Arc - Variable:

Pantograph Units       40º to 90º (in 5º increments only)

Pendulum Units          40º to 90º (in 5º increments only)

Spindle Centres         Between Drive Liner & Idler =60mm
Pantograph Units only

Drive Liner M26 - Brass Liner/16mm SS Spindle
Pantograph & Pendulum Units

Idler Liner M26 - Brass Liner /16mm SS Spindle
Pantograph Units only

Liner Overall Length  Bulkhead Thickness + 55mm 

Bracket C - Compact Bracket

Unit Weight Allowing for the maximum arm and 
blade lengths; 8Kgs (17.6 lbs)

SPECIFICATIONS WIPER ARMS & BLADES

n Pantograph Arms
P84 Heavy Duty
Lengths 24” to 60” (610mm to 1525mm) nom
Drive Head 16mm
Blade Clip 14mm & 20mm

n Pendulum Arms
F80 Heavy Duty
Lengths 24” to 60” (610mm to 1525mm) nom
Drive Head 16mm
Blade Clip 14mm

F81 Heavy Duty
Lengths 24” to 60” (610mm to 1525mm) nom
Drive Head 16mm
Blade Clip 20mm

n Blades
B140 Curved Blade
Lengths 12” to 28” (310mm to 710mm) nom
For use with arm types:

Pendulum F80
Pantograph P84

B140 Curved Blade
Lengths 32” (810mm), 36” (915mm), 

39” (1000mm)
For use with arm types:

Pendulum F81
Pantograph P84

*Measurements are for illustrative purposes only

Can be used in
combination with the
following Controllers:

• Carling Switch
• Cole Hersee Switch
• Wynn 8224 Bus Control
• Pine Controller
• Toggle Switch
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Extra Heavy Duty Window Wiper
HIGH VOLTAGE SYSTEMS IDEAL FOR AVERAGE TO HIGH SPEED VESSELS

n Pantograph and pendulum

n Arms with blades up to 78ins. (2000mm) available for 
average speed vessels

n Arms with blades up to 59ins. (1500mm) available for 
high speed vessels

n Fixed arc or variable arc models

n Ranges from 48 to 230 volt AC or DC

n Two speeds

n Self parking facility

n Insulated earth return

n Operated by a 
multi-speed / function 
control system

. . . W I P E R  S Y S T E M S  F O R  A L L  S I Z E S  O F  V E S S E L

100Nm

HEPWORTH MARINE
I N T E R N A T I O N A L
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100Nm
Extra Heavy Duty 

Window Wiper

HIGH VOLTAGE SYSTEMS
IDEAL FOR AVERAGE 

TO H IGH SPEED VESSELS

Standard Details       2 Speed; Self Parking; Insulated 
Earth Return; 
110v DC, 110v - 220v AC

Angles of Arc - Fixed:

Pantograph Units       45º to 90º (in 5º increments only)

Pendulum Units          45º to 115º (in 5º increments only)

Spindle Centres         Between Drive Liner & Idler =60mm
Pantograph Units only

Drive Liner M26 - Brass Liner/16mm SS Spindle
Pantograph & Pendulum Units

Idler Liner M26 - Brass Liner /16mm SS Spindle
Pantograph Units only

Liner Overall Length  Bulkhead Thickness + 55mm 

Bracket L - Left Hand Bracket; 
R - Right Hand Bracket;

Unit Weight Allowing for the maximum arm and 
blade lengths; 9.2Kgs (20.0 lbs)

SPECIFICATIONS WIPER ARMS & BLADES

n Pantograph Arms
P84 Heavy Duty
Lengths 24” to 98” (610mm to 2500mm) nom
Drive Head 16mm
Blade Clip 14mm & 20mm

n Pendulum Arms
F80 Heavy Duty
Lengths 24” to 72” (610mm to 1830mm) nom
Drive Head 16mm
Blade Clip 14mm

F81 Heavy Duty
Lengths 24” to 72” (610mm to 1830mm) nom
Drive Head 16mm
Blade Clip 20mm

n Blades
B140 Curved Blade
Lengths 12” to 28” (310mm to 710mm) nom
For use with arm types:

Pendulum F80
Pantograph P84

B140 Curved Blade
Lengths 32” (810mm), 36” (915mm), 

39” (1000mm)
For use with arm types:

Pendulum F81
Pantograph P84

*Measurements are for illustrative purposes only

Can be used in
combination with the
following Controllers:

Control Systems
• 8271 - 8272 (DC)
• 6300 (AC)
• 2000 (AC) 3 phase
• 1024 (DC)

www.amisales.com.au ACN 009 010 422 / ABN 88 569 498 390
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100Nm
Extra Heavy Duty 

Window Wiper

HIGH VOLTAGE SYSTEMS
IDEAL FOR AVERAGE 

TO H IGH SPEED VESSELS

Standard Details       2 Speed; Self Parking; Insulated 
Earth Return; 
110v DC, 110v - 220v AC

Angles of Arc - Fixed:

Pantograph Units       45º to 90º (in 5º increments only)

Pendulum Units          45º to 115º (in 5º increments only)

Spindle Centres         Between Drive Liner & Idler =60mm
Pantograph Units only

Drive Liner M26 - Brass Liner/16mm SS Spindle
Pantograph & Pendulum Units

Idler Liner M26 - Brass Liner /16mm SS Spindle
Pantograph Units only

Liner Overall Length  Bulkhead Thickness + 55mm 

Bracket L - Left Hand Bracket; 
R - Right Hand Bracket;

Unit Weight Allowing for the maximum arm and 
blade lengths; 9.2Kgs (20.0 lbs)

SPECIFICATIONS WIPER ARMS & BLADES

n Pantograph Arms
P84 Heavy Duty
Lengths 24” to 98” (610mm to 2500mm) nom
Drive Head 16mm
Blade Clip 14mm & 20mm

n Pendulum Arms
F80 Heavy Duty
Lengths 24” to 72” (610mm to 1830mm) nom
Drive Head 16mm
Blade Clip 14mm

F81 Heavy Duty
Lengths 24” to 72” (610mm to 1830mm) nom
Drive Head 16mm
Blade Clip 20mm

n Blades
B140 Curved Blade
Lengths 12” to 28” (310mm to 710mm) nom
For use with arm types:

Pendulum F80
Pantograph P84

B140 Curved Blade
Lengths 32” (810mm), 36” (915mm), 

39” (1000mm)
For use with arm types:

Pendulum F81
Pantograph P84

*Measurements are for illustrative purposes only

Can be used in
combination with the
following Controllers:

Control Systems
• 8271 - 8272 (DC)
• 6300 (AC)
• 2000 (AC) 3 phase
• 1024 (DC)
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Extra Heavy Duty Window Wiper
LOW VOLTAGE SYSTEMS IDEAL FOR AVERAGE TO HIGH SPEED VESSELS

n Pantograph and pendulum

n Arms with blades up to 78ins. (2000mm) available for 
average speed vessels

n Arms with blades up to 59ins. (1500mm) available for 
high speed vessels

n Fixed arc or variable arc models

n 24 volt DC

n Two speeds

n Self parking facility

n Insulated earth return

n Operated by various controls 
including a rotary switch, 
rocker switch or a 
multi-speed / function 
control system

. . . W I P E R  S Y S T E M S  F O R  A L L  S I Z E S  O F  V E S S E L

110Nm

HEPWORTH MARINE
I N T E R N A T I O N A L
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110Nm
Extra Heavy Duty 

Window Wiper

HIGH VOLTAGE SYSTEMS
IDEAL FOR AVERAGE 

TO H IGH SPEED VESSELS

Standard Details       2 Speed; Self Parking; Insulated 
Earth Return; 
24v

Angles of Arc - Fixed:

Pantograph Units       45º to 90º (in 5º increments only)

Pendulum Units          45º to 115º (in 5º increments only)

Spindle Centres         Between Drive Liner & Idler =60mm
Pantograph Units only

Drive Liner M26 - Brass Liner/16mm SS Spindle
Pantograph & Pendulum Units

Idler Liner M26 - Brass Liner /16mm SS Spindle
Pantograph Units only

Liner Overall Length  Bulkhead Thickness + 55mm 

Bracket L - Left Hand Bracket; 
R - Right Hand Bracket;

Unit Weight Allowing for the maximum arm and 
blade lengths; 9.2Kgs (20.0 lbs)

SPECIFICATIONS WIPER ARMS & BLADES

n Pantograph Arms
P84 Heavy Duty
Lengths 24” to 72” (610mm to 1830mm) nom
Drive Head 16mm
Blade Clip 14mm & 20mm

n Pendulum Arms
F80 Heavy Duty
Lengths 24” to 72” (610mm to 1830mm) nom
Drive Head 16mm
Blade Clip 14mm

F81 Heavy Duty
Lengths 24” to 72” (610mm to 1830mm) nom
Drive Head 16mm
Blade Clip 20mm

n Blades
B140 Curved Blade
Lengths 12” to 28” (310mm to 710mm) nom
For use with arm types:

Pendulum F80
Pantograph P84

B140 Curved Blade
Lengths 32” (810mm), 36” (915mm), 

39” (1000mm)
For use with arm types:

Pendulum F81
Pantograph P84

*Measurements are for illustrative purposes only

Can be used in
combination with the
following Controllers:

• Carling Switch
• Cole Hersee Switch
• Wynn 8224 Bus Control
• Toggle Switch
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110Nm
Extra Heavy Duty 

Window Wiper

HIGH VOLTAGE SYSTEMS
IDEAL FOR AVERAGE 

TO H IGH SPEED VESSELS

Standard Details       2 Speed; Self Parking; Insulated 
Earth Return; 
24v

Angles of Arc - Fixed:

Pantograph Units       45º to 90º (in 5º increments only)

Pendulum Units          45º to 115º (in 5º increments only)

Spindle Centres         Between Drive Liner & Idler =60mm
Pantograph Units only

Drive Liner M26 - Brass Liner/16mm SS Spindle
Pantograph & Pendulum Units

Idler Liner M26 - Brass Liner /16mm SS Spindle
Pantograph Units only

Liner Overall Length  Bulkhead Thickness + 55mm 

Bracket L - Left Hand Bracket; 
R - Right Hand Bracket;

Unit Weight Allowing for the maximum arm and 
blade lengths; 9.2Kgs (20.0 lbs)

SPECIFICATIONS WIPER ARMS & BLADES

n Pantograph Arms
P84 Heavy Duty
Lengths 24” to 72” (610mm to 1830mm) nom
Drive Head 16mm
Blade Clip 14mm & 20mm

n Pendulum Arms
F80 Heavy Duty
Lengths 24” to 72” (610mm to 1830mm) nom
Drive Head 16mm
Blade Clip 14mm

F81 Heavy Duty
Lengths 24” to 72” (610mm to 1830mm) nom
Drive Head 16mm
Blade Clip 20mm

n Blades
B140 Curved Blade
Lengths 12” to 28” (310mm to 710mm) nom
For use with arm types:

Pendulum F80
Pantograph P84

B140 Curved Blade
Lengths 32” (810mm), 36” (915mm), 

39” (1000mm)
For use with arm types:

Pendulum F81
Pantograph P84

*Measurements are for illustrative purposes only

Can be used in
combination with the
following Controllers:

• Carling Switch
• Cole Hersee Switch
• Wynn 8224 Bus Control
• Toggle Switch
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n Totally enclosed drive unit for safety, reliability and longevity

n Quick and easy installation - reducing costs

n 2 speed operation with self parking

n Intermittent wipe available dependant upon 
selected controller

n De-icing heaters in arms an option for 
cold weather operation

n Spray nozzles available in arms for 
efficient flow of fresh water

n Inward facing drive as 
standard; outward facing 
drive an option

. . . W I P E R  S Y S T E M S  F O R  A L L  S I Z E S  O F  V E S S E L

TYPE1850 External Pantograph Wiper
IDEAL FOR HEAVY DUTY USAGE IN MEDIUM SIZED 
APPLICATIONS

HEPWORTH MARINE
I N T E R N A T I O N A L

Hepworth Type 1850 2016.qxp_Hepworth Marine Leaflet artwork  10/08/2016  14:20  Page 1



17

Type 1850
External

Pantograph Wipers

IDEAL FOR HEAVY DUTY 
USAGE IN MEDIUM 

SIZED APPLICATIONS

SPECIFICATIONS

*Measurements are for illustrative purposes only

Pantograph wipe arc       Fixed arc

Blade lengths 300 to 800mm in 50mm increments

Arm lengths 300 to 850mm in 50mm increments

Wipe speeds - fast/slow    50 wipes per minute / 35 wipes per minute 
with intermittent and parking

Voltages / Currents            12V : 3.0 amps, 24V : 1.8 amps

Spray nozzles Travelling spray nozzles can be incorporated onto the arms (optional)

De-icing heater Incorporated into the drive arm, is 100 watts per metre (optional)

Blades Rigid fitted for flat glass as standard.  Articulated fitted for curved glass

Control options P/N: 0800-05 2 speed & park, Toggle switch
P/N: 0800-02 2 speed, intermittent, park & spray, Rotary switch
Series 3000 Control systems, 2 speed, intermittent, park with group operation
Series 6200
Series 8224
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Wiper Controller
IDEAL FOR ALL STRAIGHTLINE WIPER SYSTEMS

n Fast continuous speed mode

n Automatic self parking

n Intermittent mode with 
4 pre-set delay times 
(4-20 seconds)

n Group push button screen wash

n Auto shut-off safety feature

n Compact size for easy installation

n Intelligent control technology

. . . W I P E R  S Y S T E M S  F O R  A L L  S I Z E S  O F  V E S S E L

SERIES1000

HEPWORTH MARINE
I N T E R N A T I O N A L
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Series 1000
Wiper Controller

IDEAL FOR ALL
STRAIGHTL INE WIPER

SYSTEMS

Remote CVS Controller available only in single way.

Special 2 speed controller available for high voltage DC pendulum/pantograph wiper units. Available only in 
single way.

Multi way units can be supplied in two, three and four ways. Individual or group options allow for either separate 
control switches to operate each wiper independently, or a master group control switch for all wipers.

Series 1000 controllers have group wash and heater switches.

Additional cut-out plates are available in arrays of up to seven ways for installation options.

FOR USE WITH
• Wynn Type C and D straight line wipers

• Wynn Type C350 clear view screens

• Hepworth Type 70Nm pendulum/pantograph wiper

SPECIFICATIONS
Cut-out size Overall size Weight

1 way       (W) 45mm x (H) 91mm x (D)152mm (W) 48mm x (H) 96mm x (D)152mm 0.4 kgs

2 way       (W) 91mm x (H) 91mm x (D)152mm (W) 96mm x (H) 96mm x (D)152mm 0.6 kgs

3 way       (W) 139mm x (H) 91mm x (D)152mm (W) 144mm x (H) 96mm x (D)152mm 0.9 kgs

4 way       (W) 186mm x (H) 91mm x (D)152mm (W) 192mm x (H) 96mm x (D)152mm 1.2 kgs

OPTIONS

www.amisales.com.au ACN 009 010 422 / ABN 88 569 498 390
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Wiper Controller
IDEAL FOR ALL STRAIGHTLINE WIPER SYSTEMS

n Individual and group control

n Fast speed operation (1 ph & DC)

n Fast and slow speed operation (3 phase AC only)

n Automatic self parking

n Intermittent mode with 15 delay positions 
(4-32 seconds)

n Group heater switch

n Screen wash switch giving 
wash-wipe facility; when pressed 
all wipers will run and then park 
on release of switch

n Wash-wipe / air purge option

n Synchronised group wiping 
in intermittent mode

. . . W I P E R  S Y S T E M S  F O R  A L L  S I Z E S  O F  V E S S E L

SERIES2000

HEPWORTH MARINE
I N T E R N A T I O N A L
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Series 2000
Wiper Controller

IDEAL FOR ALL
STRAIGHTL INE WIPER

SYSTEMS

Standard units are available in 1-6 ways.

Wash/air purge via separate buttons or via external unit with preset wash/purge timings.

FOR USE WITH
• Wynn Type C and D straight line wipers

SPECIFICATIONS
Cut-out size Overall size Fixing Holes Weight

1 way      (W) 86mm x (H) 107mm (W) 95mm x (H) 135mm (W) 86mm x (H) 107mm          2 kgs

2 way      (W) 167mm x (H) 107mm (W) 175mm x (H) 135mm (W) 167mm x (H) 107mm        2.6 kgs

3 way      (W) 167mm x (H) 107mm (W) 175mm x (H) 135mm (W) 167mm x (H) 107mm        2.6 kgs

4way (W) 167mm x (H) 222mm (W) 175mm x (H) 270mm (W) 167mm x (H) 222mm        5.2 kgs

5 way      (W) 167mm x (H) 222mm (W) 175mm x (H) 270mm (W) 167mm x (H) 222mm        5.2 kgs

6 way      (W) 167mm x (H) 222mm (W) 175mm x (H) 270mm (W) 167mm x (H) 222mm        5.2 kgs

OPTIONS
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n Small size control panel – even for large complex wiper systems

n Individual and group control features with user definable settings

n Multi-speed operation, variable intermittent functions, 
self-parking

n Synchronised control during intermittent 
operation

n Variable intermittent with 
programmable timings

n Separate control of wiper de-icing
heaters, heated windows and 
wash wipe / air purge functions

n Plug and play connectivity that is easy 
to install, saving time and money

n Uses modular components - making 
system expansion easy

n Illuminated control panel with 
dimming facility

. . . W I P E R  S Y S T E M S  F O R  A L L  S I Z E S  O F  V E S S E L

SERIES8000
HEPWORTH MARINE
I N T E R N A T I O N A L

Wiper Controller
AN INTEGRATED SOLUTION FOR WINDOW WIPERS, 
HEATED WINDOW CONTROL & WASH/PURGE FUNCTIONS
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Series 8000
Wiper Controller

AN INTEGRATED
SOLUTION 

FOR WINDOW WIPERS, 
HEATED WINDOW 

CONTROL &
WASH/PURGE FUNCTIONS

An integrated solution for window wipers, heated window control and wash/purge functions.  Designed to meet
your ever-increasing requirements whilst complying with the latest rules and regulations, the 8000 Series also 
offers a significant saving on electrical cabling and installation.

The 8000 Series Window Wiper Control System is an integrated solution for window wipers, heated window control 
and wash/purge functions. If the system is required to control additional equipment, please contact us.

SERIES 8000 COMPONENTS
1) Keypads
The keypads are touch sensitive and are available in a wide variety of button configurations.

The touch keypad is constructed with a clear recessed plastic molding, allowing the PCB to 
be completely covered. This prevents the ingress of moisture, dirt or water (IP 66).   

• Uses internationally recognized symbols

• Keypad can be fully dimmed to “0” - (dims to black)

• The intermittent and wash function can be programmed from the keypad

• Gives perfect visibility - day and night

2) 19” Racks
The modules can be delivered in racks, ideal for larger systems. 

The maximum amount of modules per rack is 8, and the maximum amount of 
racks per cabinet is 6 (giving control for 48 wipers in total)

System advantages:

• No separate 24VDC required: Internally generated.

• Bus wiring - factory pre-wired

• Easy to service

• LED status indicators for easy commissioning and fault-finding

• 4 additional outputs per module for wash, purge, wiper heater and window heater

• Group selection switch per module in the front plate. Offers the option to change
the groups even after installation is finished and allows for adding extra wipers

• Current and temperature monitoring

• Reduced chance of incorrect wiring

• Complete system stored in a compact and safe cabinet.

• Only one power input for every 4 wipers and heaters greatly reducing installation

costs and time.

And the biggest advantage of all…

• Due to the special bus wiring and therefore the significant reduction in the
installation work required, the shipyard can greatly reduce its installation costs.

3) Individual modules per wiper
The 8000 PCB module is mounted in a robust metal enclosure, to offer the most

effective form of immunity from EM/ESD sources.

• The connectors are high quality snap lock “finger safe connectors”.

• No need for an extra box with cable gland when mounted in a location
with easy access.

If individual modules are required, specific bus wiring will need to be installed 
by the shipyard.

FLEXIBILITY

Keypad options:

• Standard Touch Sensitive
• Touch Screen
• Customised Keypad
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Series 8000
Wiper Controller

AN INTEGRATED
SOLUTION 

FOR WINDOW WIPERS, 
HEATED WINDOW 

CONTROL &
WASH/PURGE FUNCTIONS

An integrated solution for window wipers, heated window control and wash/purge functions.  Designed to meet
your ever-increasing requirements whilst complying with the latest rules and regulations, the 8000 Series also 
offers a significant saving on electrical cabling and installation.

The 8000 Series Window Wiper Control System is an integrated solution for window wipers, heated window control 
and wash/purge functions. If the system is required to control additional equipment, please contact us.

SERIES 8000 COMPONENTS
1) Keypads
The keypads are touch sensitive and are available in a wide variety of button configurations.

The touch keypad is constructed with a clear recessed plastic molding, allowing the PCB to 
be completely covered. This prevents the ingress of moisture, dirt or water (IP 66).   

• Uses internationally recognized symbols

• Keypad can be fully dimmed to “0” - (dims to black)

• The intermittent and wash function can be programmed from the keypad

• Gives perfect visibility - day and night

2) 19” Racks
The modules can be delivered in racks, ideal for larger systems. 

The maximum amount of modules per rack is 8, and the maximum amount of 
racks per cabinet is 6 (giving control for 48 wipers in total)

System advantages:

• No separate 24VDC required: Internally generated.

• Bus wiring - factory pre-wired

• Easy to service

• LED status indicators for easy commissioning and fault-finding

• 4 additional outputs per module for wash, purge, wiper heater and window heater

• Group selection switch per module in the front plate. Offers the option to change
the groups even after installation is finished and allows for adding extra wipers

• Current and temperature monitoring

• Reduced chance of incorrect wiring

• Complete system stored in a compact and safe cabinet.

• Only one power input for every 4 wipers and heaters greatly reducing installation

costs and time.

And the biggest advantage of all…

• Due to the special bus wiring and therefore the significant reduction in the
installation work required, the shipyard can greatly reduce its installation costs.

3) Individual modules per wiper
The 8000 PCB module is mounted in a robust metal enclosure, to offer the most

effective form of immunity from EM/ESD sources.

• The connectors are high quality snap lock “finger safe connectors”.

• No need for an extra box with cable gland when mounted in a location
with easy access.

If individual modules are required, specific bus wiring will need to be installed 
by the shipyard.

FLEXIBILITY

Keypad options:

• Standard Touch Sensitive
• Touch Screen
• Customised Keypad
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B Hepworth & Co Ltd 
ELECTRONIC WIPER CONTROL 

Smart type 8200 wiper control system

For 12 and 24Vdc pantograph wipers. 

The smart 8200 wiper control is designed to meet the changing demands to operate wipers. 
The standard system is for 3 wipers and two additional outputs for pumps, solenoids or arm 

heaters. 

The controller synchronizes the wipers in each speed. 

The system consist of a key panel, 
Compact easy to install control box.

Options; 
Extra control boxes to control more than 3 wipers up to a maximum of 20. 

 Synchronized
control in high
and low speed

 Three
intermittent
levels

 Programmable
wipe and wash
system.

 Standard for
maximum 3
wipers easy to
expand up to 20
wipers. (Plug and
play)

 For 12 and 24
VDC pantograph
wipers.

B Hepworth & Co Ltd 
ELECTRONIC WIPER CONTROL 

Smart type 8200 wiper control system

For 12 and 24Vdc pantograph wipers. 

The smart 8200 wiper control is designed to meet the changing demands to operate wipers. 
The standard system is for 3 wipers and two additional outputs for pumps, solenoids or arm 

heaters. 
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 Programmable
wipe and wash
system.
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8200 Electronic Wiper  
Control System

SMART 
TYPE 

FOR 12 AND 24 VDC PANTOGRAPH WIPERS

The smart 8200 wiper control is designed to meet the changing demands to operate 
wipers. The standard system is for 3 wipers and two additional outputs for pumps, 
solenoids or arm heaters.

The controller synchronizes the wipers in each speed.

The system consist of a key panel, compact easy to 
install control box.

Options:

Extra control boxes to control more than 
3 wipers up to a maximum of 20.
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Window Washing System
IDEAL  FOR  WASH ING BR IDGE  W INDOWS

n Cost effective, compact, off-the-shelf window

washing module

n High water pressure through adjustable nozzles 
giving total window spray coverage

n Heated water giving rapid dispersal of salt deposits

n Detergent injection to remove grease and oil residue

n Air purge facility to clear 
water line

n Optional anti-freeze mix for
arctic operations

n High quality and proven
components to give reliable
and long-life service

n Flexible network controls

. . . W I P E R  S Y S T E M S  F O R  A L L  S I Z E S  O F  V E S S E L

SERIES5010

HEPWORTH MARINE
I N T E R N A T I O N A L

Hepworth 5010 series 2016.qxp_Hepworth Marine Leaflet artwork  09/08/2016  16:03  Page 1
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Series 5010
Window Washing

System

IDEAL FOR WASHING
BRIDGE WINDOWS

Supply capacity Up to 10 nozzles simultaneously, plus 10 with additional valves.

Nozzles Spray nozzles give a uniform flat spray delivering up to 2 litres/min at 5 bar.

Wash pump Maximum of 6 bar operating up to 80ºC.  The pump delivers up to 
10 litres/min at 5 bar.

Storage tanks 60 litre water tank (fitted with low level indicator).

Motors 115v or 230v AC 1-phase 50/60Hz, Class F insulation and IP44 rating.

Solenoid valves 24, 115v or 230v AC 1-phase - pipe diameter to be specified.

Heater 115v or 230v AC 1-phase 3Kw - with adjustable thermostat

Weight and Dimensions 130W x 100H x 55D cm (approx excl. mountings) from 60kg (approx, dry).

Controls Cable incorporated into Wynn wiper control systems, or via a dedicated
wash system control panel.

HOW TO ORDER
Washing systems are custom made to meet your requirements.  Please advise the following:

1 Quantity of spray nozzles required?

2 Voltage / Power supply?

3 Heated water mix: Yes / No

4 Detergent mix: Yes / No

5 Anti-freeze mix: Yes / No

6 Control system specification

SPECIFICATIONS

*Measurements are for illustrative purposes only

www.amisales.com.au ACN 009 010 422 / ABN 88 569 498 390



Australian Offices:
Perth (08) 9331 0000  	  
Gold Coast (07) 5540 6800
Gold Coast Showroom  
(07) 5540 6880	

Sydney (02) 9816 7100  
Adelaide (08) 8249 3200
Melbourne (03) 5978 0143 
Cairns (07) 4050 0000 
Darwin (08) 8981 6651

International Offices: 
Singapore +65 6775 0081		
Vietnam +84 (254) 3513 345

www.amisales.com.au ACN 009 010 422 / ABN 88 569 498 390


